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13.8 kV M.V. DUCT BANK DETAIL7 NONE

L.V. DUCT BANK DETAIL8 NONE

13.8KV SITE SERVICE M.V. DUCT BANK DETAIL9 NONE

GROUNDING BAR/CABLE CONNECTION1 NONE

GROUNDING CABLE SPLICING CONNECTION2 NONE

GROUND ROD "TEE" CONNECTION3 NONE

GROUND CABLE TO GROUND ROD CONNECTION4 NONE

GROUND CABLE TO GROUND ROD CONNECTION5 NONE

BUILDING STEEL TO GROUND CONNECTION6 NONE

GROUND TEST WELL DETAIL10 NONE

GROUND CABLE TO REBAR11 NONE

TELECOM DUCT BANK DETAIL12 NONE

SEE PLANS FOR DUCT BANK LOCATIONS.
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SEE PLANS FOR DUCT BANK LOCATIONS.
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BARE COPPER
GROUND CABLE

COPPER GROUND BAR

WALL MOUNTING BRACKET

INSULATOR

BARE COPPER
GROUND CABLE

1/4" x 4" x 24"

EXOTHERMIC WELD
TWO HOLE
CAD WELD LUG

BARE COPPER
GROUND CABLE

NOTE: GROUND BAR AVAILABLE WITH OR WITHOUT HOLES.

TWO HOLE
IRREVERSIBLE
MECHANICAL
COMPRESSION LUG

IRREVERSIBLE MECHANICAL
CONNECTION TYPE: YGLR-C

GROUND ROD

CONNECTION TYPE: YGHS
IRREVERSIBLE MECHANICAL

EXOTHERMIC WELD
TYPE: SS

OR

EDGE OF WALL

BARE COPPER
GROUND CABLE

GROUND ROD

IRREVERSIBLE MECHANICAL
CONNECTION TYPE: YGLR-C

GROUND ROD

CAD WELD
TYPE: GT

BARE COPPER
GROUND CABLE

GROUND ROD

BARE COPPER
GROUND CABLE

CAD WELD
TYPE: GR

BARE COPPER
GROUND CABLE

BARE COPPER
GROUND CABLE

CAD WELD
TYPE: SS

BARE COPPER
GROUND CABLE

NOTE: TOP OF GROUND ROD AT 24" BELOW FINISHED GRADE.

NOTE: TOP OF GROUND ROD AT 24" BELOW FINISHED GRADE.

BARE COPPER
GROUND CABLE

GROUND ROD

12" X 26" ERICO
POLYMER CONCRETE
INSPECTION WELL
PART NO. T416F

CAD WELD
TYPE: GT

FINISHED GRADE

TO MAIN GROUND BAR

COPPER GROUNDING
CONDUCTOR

TO REINFORCING
GROUND CABLE

BAR CONNECTION
CONCRETE FOOTING
REINFORCING IN
STRUCTURAL

NOTE: REFER TO STRUCTURAL DRAWINGS
FOR DESIGNED PROJECT CONDITIONS.

18"AFF

BARE COPPER
GROUND CABLE

CAD WELD
TYPE: HY

PROVIDE 1/8" NYLON ROPE IN ALL
CONDUIT DUCT RUNS.

5kV FEEDERS
PROVIDE 1/8" NYLON ROPE IN ALL
CONDUIT DUCT RUNS.

(2)

(2)

(2)

NOT USED.

DUCT BANKS UNDER ROADWAY TO BE REINFORCED WITH
MINIMUM #4 REINFORCING BAR WITH #3 TIES @ 8'-0" O.C.

DUCT BANKS UNDER ROADWAY TO BE REINFORCED WITH
MINIMUM #4 REINFORCING BAR WITH #3 TIES @ 8'-0" O.C.
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(3) SEE  ONE  LINE DIAGRAM FOR CONDUIT SIZE.

(4) PROVIDE 1/8" NYLON ROPE IN ALL CONDUIT DUCT RUNS.

PVC

SEE PLANS FOR DUCT BANK LOCATIONS.
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